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Belt Conveyor

Pricing and speci�cations subject to change without notice. Some guards or components may have been temporarily removed for illustrative 
purposes only. All equipment guards, protective devices and safety components shall be in place correctly before operating the machine.

Frame:  Mild steel or stainless steel. Slider bed or roller bed design.
Belt: White food-grade is standard. Other styles available to suit application.
Belt Widths: 9”, 10”, 12”, 15”, 18”, or 21” (other sizes available).
Bed Widths: Belt width + 4” (head drive), or belt width + 6” (center drive).
Lengths: 36”, 48”, 60”, 72”, 84”, 96”, 108”, or 120”.
Speed: Up to 250 fpm.
Drive: Head end drive is standard. Center drive is available.
Pulleys: Crowned steel tube 4-1/2” dia head and tail pulleys.
Capacity: Maximum weight to be calculated for each system.
Floor Supports: H-style with zinc plated feet. Castors are optional. 
Height: Floor to top-of-belt between 25” to 50”.
Environment: Clean, dry indoor applications operating in an ambient temperature range of +5°C to  +40° C.

Not recommended for damp or wet locations.

... �exible,  easy maintenance, customizable ...

Slider bed
belt conveyor
with �xed
guide rails

GCI designs and builds a wide range of horizontal and inclined  
belt conveyors suitable for most industries. These conveyors are 
constructed either from 12-guage mild steel or sanitary grade 
stainless steel, and may be customized to meet customer 
requirements. They are typically used for general purpose case, 
carton, package, pouch, and food handling applications.

Options:
sanitary design, inclines, special transfer devices, fixed or 
adjustable guide rails, knife edge, center belt take-up, packing 
stations, ceiling mounting hangers, drive pulley lagging, take-up or 
fixed end pulleys, metering belt conveyor, product turners, lift 
gates, etc.
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Belt Conveyor
Date: Quantity:Required Date:

OPTIONS

Company:

Address:

Contact Name:

Phone:

Fax:

OPERATION & CONFIGURATION

CONTACT INFORMATION

Email:

Quote Ref:

Washdown Stainless Steel

POWER SUPPLY & CONTROLS

230V-3Ph-60Hz 575V-3Ph-60Hz460V-3Ph-60Hz

On/Off Switch

VFD

Power Cord c/w Plug;  Plug Type

Electric

Belt Width (in)

Conveyor Length (in)

Stop/Start (per hr)

Ambient Temp. (ºC)

Description

Meter Belt Conveyor

Guide Rails, Adj.

Take-up Pulley

Product:

Operation:

Speed (fpm)

Production Rate (lbs/hr)

Weight (lbs/in)

Dimensions

Material

Frame:

Dimensions:

Belt: SidewallCleats (mm)

Mild Steel, painted white enamel Stainless Steel 2B Stainless Steel #4

Packing Station

Guide Rails, Fixed

Not included Allen-Bradley Siemens

Sanitary Design

Knife Edge

Transfers Turners

Lift Gate

Mild Steel, custom coating (type, colour, RAL #)

None Ceiling-hung (custom)Supports: CastorsLegs

Motorized Pulley

* Elevation to Top-Of-Belt, when floor mounted

Motor
Handing:

Left Right

Elevation, Infeed (ft-in)

Elevation, Discharge (ft-in)
TRAVEL

(mm)

Drive:

Power Supply:

PLC Controls:

Slider Bed Roller Bed




