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EMST - Mattop Conveyor System

System can be reconfigured to 
suit changing needs.
Quick delivery of standard 
equipment.
Low maintenance.
Options include drive and idler 
units, friction-top belts, leg 
supports, cleats, guiderails, 
transfers, product turning 
devices, and VFD’s.

Pricing and speci�cations subject to change without notice. Some guards or components may have been temporarily removed for illustrative 
purposes only. All equipment guards, protective devices and safety components shall be in place correctly before operating the machine.

Belt cleats
(various sizes)

Friction-top belt surface

Flat-top belt surface

This modular mattop conveyor system, designed by Easy Conveyor, is distributed 
by General Conveyor in North America. Both the stainless steel and aluminum 
frames come with stainless steel hardware. Clip-on sliding strips (HMPE or TCP) 
minimize friction between the belt and the frame. GCI customization is also 
available.

aluminum
frame

... most cost-e�ective,
modular, mattop conveyor system

on the market today ...

Suitable for many 
products, including 
those that are wet or 
need ventilation.
Can be used for 
transportation or 
accumulation.
C o n f i g u r a t i o n s  
include straight 
sections, curves, 
i n c l i n e s ,  a n d  
declines.

stainless steel frame
with special legs
and guiderails
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EMST - Mattop Conveyor System
Date: Quantity:Required Date:

OPTIONS

Company:

Address:

Contact Name:

Phone:

Fax:

OPERATION & CONFIGURATION

CONTACT INFORMATION

Email:

Quote Ref:

Drive:

Washdown Stainless Steel

POWER SUPPLY & CONTROLS

Power Supply: (15 Amp) 230V-3Ph-60Hz 575V-3Ph-60Hz460V-3Ph-60Hz

On/Off Switch

VFD

Power Cord c/w Plug;  Plug Type

Electric

Accumulation;   DistanceTransportation

Motor
Handing:

Left Right

Belt Width (5”, 8.3”, 12.3”, 16.3”, 20.4”)

Conveyor Length (ft-in)

Stop/Start (per hr)

Ambient Temp. (ºC)

Aluminum

Description

(e.g. plastic, cardboard, glass, metal)

TRAVEL

Stainless Steel

Transfers

Friction-top belt

Belt Cleats (25mm, 50mm, or 75mm)

Product turning devices

Guiderails

Product:

None Legs;   Height to Top of BeltSupports:

Construction:

Dimensions:

Operation:

Belt Speed (fpm)

Production Rate (lbs/hr)

Product Weight (lbs/in)

Dimensions

Material

Purpose: (ft-in)

(ft-in)

(e.g. knife-edge)


