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Roller Conveyor, Case CDLR (chain driven live roller)

Pricing and speci�cations subject to change without notice. Some guards or components may have been temporarily removed for illustrative 
purposes only. All equipment guards, protective devices and safety components shall be in place correctly before operating the machine.

Our case CDLR roller conveyor will transport or accumulate cases, cartons, trays, pails, drums or other similar 
products. The chain-driven live roller conveyor surface has excellent product control and minimum line pressure. 
Flexibility is a key advantage as the rollers can be either accumulation (slip roll), or transport (positive drive), so 
accumulation zones can be placed precisely where you need them. The conveyor can be equipped with optional zone 
controls for true zero-pressure applications.

Low back-pressure accumulation.
Rollers set high or low (on non-drive side).
Roller-to-roller or single-strand chain design.
Options: zero pressure line control, transfers, pushers, brakes, 
case stops, merging/diverging spurs, speed-ups, gates etc.

... robust,
 low maintenance,

safe ...

Frame:  6” high x 10 ga formed channels. Mild steel or stainless steel.
Rollers: 1.9” dia. rollers, galvanized or stainless steel.
Widths: 12”, 15”, 18”, 21”, or 24” effective widths (add 5-1/4” for overall width).
Lengths: 12”, 18”, 24”, 30”, 36”, 42”, 48”, 54”, 60”, 66”, 72”, 78”, 84”, 90”, 96”, 102”, 108”, 114”, or 120”.
Speed: Up to 90 fpm.
Capacity: 120 lbs per roller max. Uniform load of 200 lbs per linear foot.
Curves: 32” inside radius, with tapered rollers.
Supports: H-style with zinc plated feet. Castors are optional. 
Height: Floor to top-of-roller between 25” to 50”.
Environment: Clean, dry indoor applications operating in an ambient temperature range of +5°C to  +40°C.

Not recommended for damp or wet locations.
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Roller Conveyor, Case CDLR (chain driven live roller)

Date: Quantity:Required Date:

OPTIONS

Company:

Address:

Contact Name:

Phone:

Fax:

OPERATION & CONFIGURATION

CONTACT INFORMATION

Email:

Quote Ref:

Drive:

Washdown Stainless Steel

POWER SUPPLY & CONTROLS

Power Supply: 230V-3Ph-60Hz 575V-3Ph-60Hz460V-3Ph-60Hz

On/Off Switch

VFD

Power Cord c/w Plug;  Plug Type

Electric

Effective Width (standard:  12”, 15”, 18”, 21”, 24”)

Conveyor Length (standard: 12” up to 120” in 6” increments)

Stop/Start (per hr)

Ambient Temp. (ºC)

Description

Not included

Spurs

Case Stops

30°

Zero pressure line control

Product:

None Height to Top of RollerSupports:

Operation:

Speed (fpm)

Production Rate (cases/min)

Weight (lbs/case)

Dimensions

Material

Frame:

Dimensions:

Purpose: Accumulation;   DistanceTransportation (ft-in)

(ft-in)

Mild Steel, painted white enamel Stainless Steel 2B Stainless Steel #4

Castors

Transfers

Lift Gates

PLC Controls: Allen-Bradley Siemens

Curves:

Accessories:

Accumulation:

Turners

Guide Rails

45° 60° 90°

Rollers:

Pushers

Mild Steel, custom coating (type, colour, RAL #)

Legs

Galvanized Stainless Steel

High Low

Material

Position in Frame


